
 
Start of Configuration 

All program setup must start with reading 
the “Start of Configuration” label, and 
read the “End of Configuration” label to 
save any changes. 

RS-232 Mode
The factory default communications are: 9600 baud, 8 data bits, 
mark parity, 1 stop bit, and CR/LF terminator message. 

Baud Rate 

 
19200 

 
4800 

 
1200 

 

 
9600 

 
2400 

 
600 

Data Bit 

 
 7  

 
8 

Stop Bit 

 
1 

 

 
2 

Parity 

 
Even 

 
Mark 

 
None 

 
 

 
Odd 

 
Space 

Message Terminator 

 
None 

 
CR 

 
H Tab 

 
EOT 

 

 
CR/LF 

 
LF 

 
STX/ETX 
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Start of Configuration 

All program setup must start with 
reading the “Start of Configuration” 
label, and read the “End of 
Configuration” label to save any 
changes. 

USB Mode
The USB mode is effectively a keyboard emulator that works 
with hosts that are USB-compatible operating systems and have 
USB ports.  USB compatible operating systems are Windows 
98, Windows NT 5.0 and Mac OS 8 and later, no additional 
software is needed since the USB driver support is built into this 
operating system. 

Keyboard Type 

 
US Keyboard 

 

 
International Keyboard 

Message Terminator 

 
None 

 
H Tab 

 
 

 
Enter 

Good Read Beeper Selection 
(For selective models only) 

Tone 

 
Medium 

 
High 

 
 

 
Low 

 
Disable 

Duration 

 
Long 

  
 Short 

 
Medium 

 
Very Short 

Scanning Mode Selection

 
Trigger Mode 

 
Alternative Mode  

 
Auto Scan Mode 

 
Repeat Mode 



* The default parameter values are framed. 
      

End of Configuration 

 
 

Notice 
 
This Handheld Bar  

. 
The scanner can be used as a keyboard 
emulation,
interface or wand emul tion.  The user can 
change to different i terfaces simply y 
rep  sna -in ca a d 
reconfiguring to a specific communication 
setup.  This inventive design offers the 
user a very convenient way of using the 
scanner for diversified environment. 
 
The scanner remains in the last interface 
mode whenever the scanner is reset.  The 

type, e.g. IBM AT, or RS-232C, or USB, or 
wand emulation label and specific 
parameter labels to operate the scanner 
properly if the user intends to use another 
interface mode.
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Start of Configuration 

All program setup must start with reading 
the “Start of Configuration” label, and 
read the “End of Configuration” label to 
save any changes. 

Interface Selection

 

 
PC/AT, PS/23-80 

 
 

 
RS-232C 

 
 

 
USB 

 
 

 
Wand Emulation 

 
 

 
Reset 

The reading of the "RESET” label 
turns all the parameters back to 
default values. 

 
Abort 

The reading of the "ABORT" label 
discards all the parameters read 
prior to the "End of configuration". 

 
Version 

The reading of the “SHOW 
VERSION” label will show the 
firmware version. 

* The default parameter values are 
framed. 

 

 
Start of Configuration 

All program setup must start 
with reading the “Start of 
Configuration” label, and read 
the “End of Configuration” label 
to save any changes. 

Keyboard Wedge Mode
 

 
PC/AT, PS/2 30-80 

 

IBM 3477/3472 Terminal
 

 
APPLE MAC II(※) 

 
 
 
 

 

IBM XT 
 

PS/2/30/56 

Message Terminator 
 

 
None 

 

 
Hor. Tab 

  

Enter 
 

Execute 

Keyboard Type Selection 
 

 
US Keyboard 

  

 
International Keyboard

(ALT Method) 

Capital Lock 
  

 
ON 

 

OFF 

* The default parameter values are framed.       
End of Configuration  

     
End of Configuration

  

 


