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Safety Instructions

Bitte die Sicherheitshinweise sorgfaltig lesen und fur spater auftheben.

1.

Die Geréte nicht der Feuchtigkeit aussetzen.

Bevor Sie die Gerate ans Stromnetz anschliel3en, vergewissern Sie Sich, dass die

Spannung des Geréts mit der Netzspannung tbereinstimmt.

Nehmen Sie das Gerat bei Uberspannungen (Gewitter) vom Netz. Das Gerat konnte

sonst Schaden nehmen.

Sollte versehentlich Flussigkeit in das Gerat gelangen, so ziehen sofort den
Netzstecker. Anderenfalls besteht die Gefahr eines lebensgefahrlichen elektrischen

Schlags.

Wartungs- und Reparaturarbeiten dirfen aus Sicherheitsgriinden nur von

autorisierten Personen durchgefuihrt werden.

Bei Wartungs- und Reparaturarbeiten missen die Sicherheitsvorschriften der

zustandigen Berufsverbande und Behdrden unbedingt eingehalten werden.

Bei Verletzungen unbedingt den Arzt aufsuchen und die gegebenenfalls die
zustandigen Stellen benachrichtigen. Unterlassung kann zum Verlust der

Versicherungsleistungen fihren.

EZ-DT-2/EZ-DT-4 User's Manual 1



Safety Instructions
Please read the following instructions seriously.

1. Keep the equipment away from humidity.

2.  Before you connect the equipment to the power outlet, please check the voltage of the

power source.

3. Disconnect the equipment from the voltage of the power source to prevent possible

transient over voltage damage.
4.  Don't pour any liquid to the equipment to avoid electrical shock.
5. ONLY qualified service personnel for safety reason should open equipment.

6. Don't repair or adjust energized equipment alone under any circumstances. Someone

capable of providing first aid must always be present for your safety

7.  Always obtain first aid or medical attention immediately after an injury. Never neglect

an injury, no matter how slight it seems.

CAUTION

Danger of explosion if battery is incorrectly replaced

Replace only with the equivalent type recommended by the manufacture.
Dispose of used batteries according to the manufacturer’s instructions.
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1. Barcode Printer

1-1. Printer Accessories
After unpacking, please check the accessories that come with the package, and store

appropriately.

Power cord

USB Cable
Label

00000

— | =
[ .,.,-ﬂ"";'--
—_—

Barcode printer

Switching Power

Quick Start Guide
CD (includes label editing software QLabel / Manual)

EZ-DT-2 EZ-DT-4

1-2. General Specifications

Model EZ-DT-2 EZ-DT-4
Resolution 203 dpi (8 dot/mm)
Print Mode Direct Thermal

CPU 32 Bit

Memory 4MB Flash, 8MB SDRAM |4MB Flash, 8MB SDRAM (with RTC)

Print Speed 21PS ~41PS
Print Length  [Max.1727mm (68”) Min.12.7mm(0.5")
Print Width Max.54 mm (2.12") |[Max.108mm (4.25")

Sensor Type

Adjustable Reflective sensor; Fixed transmissive, center aligned

Sensor Detection

Type: Label gap and black mark sensing.
Detection: Label length auto sensing and / or program command setting

Media

Label Roll OD: Max. 127mm (5") Label Roll OD: Max. 127mm (5”)
Core Diameter: 17, 1.5” Core Diameter: 17, 1.5”

Width: 15mm (0.6 “) ~ 60mm (2.36")  [Width: 25mm (1 “) ~ 118mm (4.65")
Thickness: 0.06~0.20mm Thickness: 0.06~0.20mm

Printer Language

EZPL (Firmware downloadable)

Software

Application: QLabel-IV(EZPL only)
DLL & Driver: Microsoft Windows NT 4.0, 2000 and XP

Resident Fonts

11 resident Windows bit mapped fonts (6,8,10,12,14,18,24,30,16X26,0CR A &
B); can be rotated in 8 orientations and expandable 8 times horizontally and
vertically. Scalable Font in 4 orientations.

Fonts Download

Windows bit mapped font: can be rotated in 8 orientations and expandable 8
times horizontally and vertically.

Asian font: can be rotated in 4 orientations and expandable 8 times horizontally
and vertically.

True Type Font: can be rotated in 4 orientations.
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Image Handling

Support BMP and PCX. Support ICO, WMF, JPG, EMF file through software.
Support image resize, rotating, mapping and inverse through software.

Code 39, Code 93, Code 128 (subset A,B,C), UCC 128, UCC/EAN-128 K-Mart,
UCC/EAN-128, UPC A/ E (add on 2 & 5), | 2 of 5,1 2 of 5 with Shipping Bearer

Barcodes Bars, EAN 8/ 13 (add on 2 & 5), Codebar, Post NET, EAN 128, DUN 14,
MaxiCode, HIBC, Plessey, Random weight, Telepen, FIM, China Postal Code,
RPS 128, PDF417 & Datamatrix code, QR code

Interfaces Serial port: RS-232 ( Baud rate : 4800 ~ 115200 , XON/XOFF , DSR/CTS )

USB port: V2.0

Control Panel

One Tri-color LED: Power (Red, Orange and Green)
Function Key: FEED

Power

Auto Switching 100/240VAC, 50/60 Hz

Environment

Operation: 41°F to 104°F (5°C to 40°C)
Storage: -4°F to 122°F (-20°C to 50°C)

Cert. Approval

CE, FCC Class A, CCC, CB, cUL, BSMI

Operation: 30-85%, non-condensing. Free air.

ey Storage: 10-90%, non-condensing. Free air.

Length: 218 mm (8.58") Length: 218 mm (8.58")
Printer Dimension Height: 172 mm (6.77") Height: 166 mm (6.53")

Width: 100 mm (3.94") Width: 168 mm (6.61")
Weight: 1.2 Kg Weight: 1.5 Kg
Cutter Module Cutter Module

Options Stripper Module Stripper Module
RTC Internal Ethernet Adapter Card
Internal Ethernet Adapter Card Parallel port

Specifications are subject to change without notice.

EZ-DT-2/EZ-DT-4 User's Manual 5




1-3. Communication Interface

Serial Interface

Serial Default - 9600 baud rate no parity 8 data bits 1 stop bit XON/XOFF protocol and
Setting " RTS/CTS

RS232 HOUSING (9-pin to 9-pin)

DB9 SOCKET DB9 PLUG
1 1 +5V,max 500mA
RXD 2 2 TXD
TXD 3 3 RXD
DTR 4 4 N/C
GND 5 5 GND
DSR 6 6 RTS
RTS 7 7 CTS
CTS 8 8 RTS
RI 9 9 N/C
PC PRINTER

Note The total current output from serial port can not exceed 500mA.

USB Interface
Connector Type : Type B

PIN NO. 1 2 3 4

FUNCTION VBUS D- D+ GND

Internal Interface

UART1 wafer Ethernet module

N.C 1 1 N.C
TXD 2 2 RXD
RXD 3 3 TXD
CTS 4 4 RTS
GND 5 5 GND
RTS 6 6 CTS

E_MD 7 7 E_MD
RTS 8 8 CTS

E_RST 9 9 E_RST
+5V 10 10 +5V
GND 11 11 GND
+5V 12 12 +5V
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1-4. Printer Parts

LED Light

FEED Key

Top Cover

Power Switch

aldwiniE

Cover Open Button

Print Head Lift

Label Roll Holder

Print Mechanism

Label Roll Core

Label Guide

oM Wi E

Front Cover Piece
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1. Platen Cover
2. Label Sensor
3. Platen Roller

1. Power Socket

2. USB Port

3. Fan-Fold Label Insert
4. Serial Port (RS-232)
1. Bottom Case Cover
2. Hang Holes
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2. Printer Installation

2-1. Label Installation

1. Place the printer on a
horizontal surface and
open the Top Cover.

2. Press and release the
lock of Label Roll Core.

3. Pull up the Label Roll
Holder and lift the Label
Roll Core upward.

4. Place a new label roll
onto the Label Roll
Core.

5.  Flip the Label Roll Core
downward and pull
back the Label Roll
Holder.

6. Pull and lock the Label
Roll Core to the original
position.
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7. Putthe label under the
Label Guide and stretch
it frontward.

8. Pull the Label Guide
inward and make it fit
the edge of label.

9. Close the Top Cover to
complete the label
installation.
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2-2. Label Roll Core Switch

1.

Pull the Label Roll
Holder to the
topmost and lift the
Label Roll Core
upward.

Turn the Label Roll
Core outward as
the figure shows.

Whirl the Label Roll
Core back to the
original position.

When the lock hole
of Label Roll Core
is on upper side, it
applies to 1” core.

When the lock hole
of Label Roll Core
is on lower side, it
applies to 1.5” core.

Note

You can also distinguish
it by the index on the
Label Roll Core as
shown in figure.

1" Core

1.5" Core

\
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2-3. PC Connection

1. Please make sure the printer is powered off.

2. Take the power cable, plug the cable switch to the power socket, and then connect the
other end of the cable to the printer power socket.

3. Connect the cable to the USB/ Serial port on the printer and on the PC.

4.  Power on the printer and the LED light will shine.
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2-4. Driver Installation

1. Once the printer cable
. Conne_Cted from PC Welcome to the Found Now
to the printer, PC will Hardware Wizard
aUtomatica"y deteCt This vazaid Fetlgd woa riitsl & davace divver ol &
the new device and hardware dece.
start the installation
process.
$ Wik.rzem
~J1)
Irihalig ...
T combns, chek Masd
[C e ] conen |
2. Insert the product CD,
Sele(’?t S'peCIfy a . Locate Driver Files 2
location’ and describe where do you want Windows to search for driver files?
the path of the printer
driver. Search for driver files for the following hardware device:
. . Unik
3.  Follow the instruction @ e

on the Window and
complete the driver
installation.

The wizard searches for suitable drivers in its driver database on pour computer and in
any of the following optional search locations that you specify.

To start the search, click Mexst. If pou are searching on a floppy disk or CO-ROM drive,
inzert the floppy digk or CO before clicking Mext.
Optional search locations:

[ Floppy disk drives

" CO-ROM dives

I~ | Microsaft Windows pdate

< Back I MHext > I

Cancel |

Found New Hardware Wizard |

Ok |
Cancel |

Ingert the manufacturer's ingtallation digk inta the drive
g zelected, and then click OK.

LCopy manufacturer's files from:

| EXWindows Driverilnstell_Godex_32and64 ¥
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3. Accessory

3-1. Stripper

1 | Stripper Module

2 | Screw x 2pcs

Notel Please power off
the printer before installing the
stripper module.

Note2 Label liner thickness
is recommended to be 0.06mm
+ 10% with basic weight
659/ + 6%.

Note3 The max width for
stripper is 110mm

Suggestion When using the
stripper module, set the stop
position to 9 in QLabel and the
E value is 9.

1. Place the printer on a
horizontal surface and
open the Top Cover.

2. Remove the Front Cover
Piece.

Note
You can also use coin or
screwdriver to open the Front
Cover Piece.

3. Push the Stripper
connector into printer
through the cable hole as
shown in figure.

4.  Place the Stripper on the
fillister.

EZ-DT-2/EZ-DT-4 User's Manual
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5. Turn the printer around
and tighten screws to fix
the Stripper in location.

6. Unlock the Bottom Case
Cover to see the main
board of printer.

Note
You can also use coin or
screwdriver to open the bottom
case cover.

7.  Plug the connector into
the main board.

Note
There are 2 sockets on the
main board, one is for stripper
installation, another is for cutter
installation. Before plugging
the connector into socket,
please check the pin first.

8. Lock the Bottom Case
Cover.

9.  Turn the printer back to
proceed to the label
installation.

EZ-DT-2/EZ-DT-4 User's Manual
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10. Flip the stripper
downward to open it.

11. Follow the instruction on
Chapter 2-1 to install the
label.

12. Peel off the first label, and
feed the liner through the
roller and the strip bar.

13. Follow the direction as
shown in figure to feed
the liner across the
stripper.

14. Flip the stripper upward to
close it.

15. Press the FEED key to
adjust the position of label
and complete the
installation.
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3-2. Cutter

1 | Cutter Module

2 | Screw x 2pcs

Notel
Please power off the printer
before installing the cutter
module.

Note2
Do not cut self-adhesive
labels! The traces of
adhesive will pollute the rotary
knife and impair safe
operation! The service life of
the cutter is 1,000,000 cuts for
paper weights up to 120g/
and 500,000 cuts for paper
weights 120g/  to 170g/

Note3
The max paper cutting width is 114mm

Suggestion
When installing the cutter module, set the stop position to 30
in QLabel and the E value is 30.

1. Place the printer on a
horizontal surface and
open the Top Cover.

2. Remove the Front Cover
Piece.

3.  Push the Cutter
connector into printer
through the cable hole
as shown in figure.

4.  Place the Stripper on the
fillister.
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5. Turn the printer around
and tighten screws to fix
the Cultter in location.

6. Unlock the Bottom Case
Cover to see the main
board of printer.

[ILRIEEL]

T
iy

-
dpdaneir

“‘

7.  Plug the connector into
the main board.

Note
Before plugging the connector
into socket, please check the
pin first.

8. Lock the Bottom Case
Cover.

9.  Turn the printer back to
proceed to the label
installation.

10. Follow the instruction on
Chapter 2-1 to install the
label.
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11.

Feed the label through
the Cutter and press the
FEED key to complete
the installation.
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4. Control Panel
4-1. LED Status

Press and hold the FEED key then power on the printer, the printer will beep 3 times and enter
into Self-Test status. If keep holding the FEED key, the status will change in sequence to Auto
Sensing Mode, Dump Mode, See-through Sensor on/off, and then return to Self-Test again.
These different statuses can change the setting of printer, they are described as follows:

LED Light | Beep

Status

Description

Green 1

Normal status

Normal status

Press and hold the FEED Key then power on the printer.

Red (Flash) 3 |self-Test Prmtmg Self-Test page, for operation
instructions please refer to page 21.
Orange Printers currently in Auto Sensing
(Flas%) 1 |Auto Sensing Mode|Mode, for operation instructions please
refer to page 22.
Green Printers currently in Dump Mode, for
1 |Dump Mode operation instructions please refer to
(Flash) page 22 .
Set the See-through Sensor on or off,
See-through o .
Orange 1 for operation instructions please refer
Sensor on/off
to page 23.
Return to Self Test
Red (Flash) Printer is currently downloading F/W

4-2. Feed Key Introduction

After pressing the FEED key, printer will send the media (according to media type) to the
specified stop position. When printing with continuous media, pressing the FEED key will feed
media out to a certain length. When printing with labels, pressing the FEED key will feed one
label at a time. If the label is not sent out in a correct position, please proceed with the Auto

sensing (see page22).
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4-3. Self-Test

The Self-Test function in a printer will help user to figure out whether the printer is operating
normally. In the Self-Test Mode, the printer will print out a test sample as below figure. The
printer will back to standby mode after printing out the test sample. Below are the Self-Test

procedures:

1.
2.
beeping 3 times.
3.
printer is operating normally.

Model & Version
Serial port setup

\ A

Test pattern

Number of DRAM installed

\ 4

Image buffer size

Number of forms

Number of graphics
Number of fonts

Number of Asian fonts

Number of Databases
Free memory size

£

EZXXXX : VX. XXX
Serial port :96,N,8,1

Speed, Density, Ref. Point, Print direction
Label width, Form length

Cutter, Stripper, Mode
See-through Sensor status

Reflective Sensor status

Yy vy VV*V \A A A4 VV+

Code Page

A

.

Self-Test includes the internal printer data setting.
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Power off the printer, press and hold the FEED key.
Power on the printer (while still holding the FEED key); release the FEED key after printer

After about 1 second, printer would automatically print out the following. This means the

1 DRAM installed

Image buffer size : 1500K

000 FORM(S) IN  MEMORY

000 GRAPHIC (S) IN MEMORY
000 FONT(S) IN MEMORY
000 ASIAN FONT(S) IN MEMORY
000 DATABASE(S) IN MEMORY
2048K BYTES FREE MEMORY

NS4 ~H10 ~R000 ~R200
W10 Q48,3
Option : " DO ~O0 "AD

See-through Sensor: OFF
Reflective Sensor AD : 146 186 223 (2)
Code Page: 850

/




4-4. Auto Sensing

Printer can automatically detect label (black mark paper) length and record it. By doing this, the
printer can accurately detect the label (black mark) positions without setting the print length.

1. Check if the Moveable Sensor Mark is located at the right sensing position.

2.  Power off the printer, press and hold the FEED key.

3 Power on the printer (while still holding the FEED key) and the printer will beep 3 times.
Keep holding the FEED key, wait for the LED flashes orange and then release the FEED
key. Printer will automatically detect the label size/length and record it.

Printer goes back to standby mode after displaying the measurement.

4-5. Dump Mode

When label setting and the print result don’t match for each other, it is recommended to go into
the Dump Mode to check whether there’s any mistake in data transmission between the printer
and the PC. For example, when printer receives 8 commands, yet without processing these
commands, only printing out the contents of commands, this will confirm whether the commands
were received correctly. Test procedures to enter the Dump Mode are as follows:

1. Power off the printer, press and hold the FEED key.

2. Power on the printer (while still holding the FEED key) and the printer will beep 3 times.

3 Release the FEED key when LED flashes green. Printer will automatically print “DUMP
MODE BEGIN.” This means the printer is already in Dump Mode.

4.  Send commands to the printer, and check if the print result matches the commands sent.

5. To cancel (get out of the Dump Mode), press the FEED key, the printer will automatically
print out “OUT OF DUMP MODE". This indicates that printer is back in the standby mode.
Powering off the printer is another way to exit the Dump Mode.
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4-6. See-through Sensor on/off

There are two types of sensor in EZ-DT-2 / EZ-DT-4 printer - Reflective Sensor and See-through
Sensor. Users can set one of them as active sensor. By default, the Reflective Sensor is turned
on and the See-through Sensor is turned off. However, the reflective sensor may not be able to
detect the label gap on special label materials. For example, when printing on labels with thick
liner, colored liner, or back graphics, then the see-through sensor would need to be enabled
since the reflective sensor may not work correctly.

To turn the See-through Sensor on, please do as follows:

1. Power off the printer, press and hold the FEED key.

2. Power on the printer (while still holding the FEED key) and the printer will beep 3 times.
Keep holding the FEED key, wait for the LED light turn to orange and then release the
FEED key. The printers will automatically print “SEE-THROUGH SENSOR IS ON". This
indicates that the See-Through Sensor is turned on (and the Reflective Sensor is turned
off).

3. Toturn off the See-Through Sensor, please repeat above-mentioned procedures. Then the
printer will print “SEE-THROUGH SENSOR IS OFF” to indicate that the See-Through
Sensor is turned off.

SEE-THROUGH SENSOR IS ON

or

SEE-THROUGH SENSOR IS OFF

For checking the status of See-through Sensor (on or off), please perform Auto Sensing once. If
LED light is green when doing Auto Sensing, then the See-through Sensor is on. If LED light is
orange, then the See-through Sensor is off.

Note
When the See-through Sensor is enabled, the Label Sensor must be placed in the center of
the printer.
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4-7. Error Messages

LED Light

Beep

Description

Solution

Red

4 beeps twice

Print head is not firmly closed.

Re-open print head and make
sure it closes tightly.

Red
(Flash)

None

Print head temperature high.

Wait for the print head
temperature drops to the normal
temperature range, printer will
go back to the standby mode
and the LED light will stop
flashing.

Red

2 beeps twice

Unable to detect paper.

Make sure the movable sensor
mark is at the correct position, if
the sensor is still unable to
detect paper, and then go
through Auto Sensing again.

Paper used up.

Replace with new label roll.

Red

2 beeps twice

Abnormal paper feed.

Possible causes: card tags or
paper fall into the gap behind the
platen roller, can't find label
gap/black mark, black mark
paper out. Please adjust
according to actual usage.

Red

2 beeps twice

Memory is full; printer will print
out “Memory full.”

Delete unnecessary data in the
memory.

Red

2 beeps twice

Can’t find the file; printer will print
out “Filename can not be found.”

Use “~X4" command to print out
all the files, then check whether
the file exist and the names are
correct.

Red

2 beeps twice

File name is repeated; printer will
print out “Filename is repeated.”

Change the file name and
download again.
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5. Maintenance and Adjustment

5-1. Print Head Module Installation / Removal Instruction

1. Open the top cover
to see the Print
Head Lift, which is
on the left side of
Top Cover.

Note
Power off the printer
before removing or
installing the print head.

2.  Flip the Print Head
Lift downward to
release it.

3. The Print Head
Bracket can be
flipped downward
after Print Head Lift
is released.

4, Remove the Print
Head Connector.
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5.

Remove the Print
Head Screws,

From the
underneath of the
Print Head Bracket,
hold the front end of
print head to remove
it and install new
print head.

After new print head
is installed, tighten
the Print Head
Screws, plug the
Print Head
Connector, restore
the Print Head
Bracket and lock the
Print Head Lift to
complete the
installation.
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5-2. Thermal Print Head Cleaning

Unclear printouts may be caused by dusty
print head, ribbon stain or label liner glue.
Therefore when printing, it's necessary to
keep the top cover closed. Also, check
and prevent paper/label from being
stained or dusty to ensure print quality and
to prolong the print head life. Print head
cleaning instructions are as follows:

1. Power-off the printer.

2. Open the top cover.

3 If there are label pieces or other stain
on the print head (see blue arrow),
please use a soft cloth with industrial
use alcohol to wipe away the stain.

Note 1

Weekly cleaning for the print
head is recommended.

Note 2
When cleaning the print head
with soft cloth, make sure there
is no any metal or hard particles
attached on it.

5-3. Adjust the Cutter

When using Cutter, paper-jam may happen
sometimes. It can be solved by adjusting the
cutter.

1.  Turn the printer around to see the
Cutter Cover Screw.

2. Unscrew the Cutter Cover Screw to
remove the Cutter Cover.

3.  The Cutter Adjustment Screw is on the
side of cutter. Use screwdriver to turn
the Cutter Adjustment Screw
counter-clockwise for releasing the
paper-knife of the cutter and then
remove the jammed-label out.

4.  After the jammed-label is removed,
turn the Cutter Adjustment Screw
clockwise to restore the paper-knife.
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5-4. Troubleshooting

Problem Recommended Solution

LED light does not light up after power on | @ Check the power connector
the printer

LED light indicates error messages after Check for software setting or program
printing stops command errors

Replace with suitable label

Check if label may run out

Check if label is jammed/tangled up

Check if mechanism is closed (Thermal Print
Head not positioned correctly)

Check if sensor is blocked by label

Check for abnormal cutter function or of no
actions (if cutter is installed)

* oo o

L 2R 4

Printing started, but nothing was printed & Check if label is placed upside down or if
on the label label is not suitable for the application
Select the correct printer driver

Select the correct label and print type

L 2R 2K 4

When printing, label is jammed/tangled Clean the label jam, and if label is stuck on
up Thermal Print Head, please remove it by
using soft cloth with alcohol.

L 4

When printing, only part of the contents Check if label is stuck on the Thermal Print
were printed Head

Check if application software has errors
Check if start position setting has errors
Check if power supply is correct

L 2K 2R 2K 4

When printing, part of the label wasn't Check if Thermal Print Head is stained or
printed completely dusted

& Use internal command “~T” to check Thermal
Print Head can print completely
¢ Check the media quality
The printout is not in desired position & Check if sensor is covered by paper or dust
& Check if liner is suitable for use, please
contact reseller for more information
& Check if label roll edge is aligned with Label
Width Guide
When printing, page skipping occurs & Check if error occurs on label height setting
& Check if sensor is covered by dust
Unclear printout &  Check print darkness setting
& Check if Thermal Print Head is covered with
glue or stain
When using cutter, label wasn't cut & Check if label is set up straight
straight
When using cutter, label wasn't cut &  Check whether label thickness exceeds
successfully 0.16mm
When using cutter, label couldn't feed or | @  Check if cutter is installed properly
unexpected cutting occurs &  Check if paper feed is working normally.
When using stripper, the function is not & Check if stripper sensor is covered with dust
working correctly. ¢ Check if label is installed properly

Note

Your dealer is knowledgeable about GODEX printers, printing software, and your unique system.
Please contact your local dealer for further technical support.
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Appendix
1. EZ-DT-2 Certifications

C¢

VERIFICATION OF COMPLIANCE

Thris Verification of Compliance is fierety fsued fo the below named comprariy. Tie rest

readls of tis repert relare only 1o e rested sample identified Jnt I Feport.

Technical Standard : EMC DIRECTIVE 89/336/EEC
(EN35022 / EN55024)

General Information

Applicont : GODEX INTERNATIONAL CO., LT
4F, Wo. Y68, Lian-Cheng Road, Chung-Ho Citv,
Faiper Hsien, Tawan

Product Description

EUT Deseription: Thermal Transfer Printer
irade Name GODEX
Maodde ! Nuimn'er EZ-IV[-2

Veasurem ent Standard

EN SR FeON - AF NI + A2 23 (CTAES A

EN G000 3.2 2000

Er el 3-3: 1095 + 47 200y

EN 55024 TOO8 + 4] Xip] = A2 2003:

(IEC GF -2, 1995 + Af: JO98 + A2 2000, [EC 6 000=4.3; 2002 + 41 2002; [EC 610044, Judd
JEC GfO00-4-5, 1005 < 4) - 2000 TEC 6 )ioi--6; f908 < A 200 FEC GI00-£.4; T9U3 + A 2l
TEC GO0 - FO04 + AT XN

Weasuremenr Fuciliries
Laborawory Name: Compliance Certification Services fae.
A [63-F Chung Shen r Reovd, Hein Ties

] 2XTORGS /S Fay: 856

Firiv device e Beer sitaro ro De i :W{F-L’Jf.r}p.-‘r;' P i W tested T dccordaice winlt tie
HHCASHETHENT pocedieres specified Tn tie Standards e Specificarions sted slove amd s
FMioared S0 T MRS ERIrEIEnT ey FrEer - A1 T

il )

B ] O

- e ] 5 1
Vitee Ciriang ; Assisearne Managger
Dare: Decembor 19, 2006
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VERIFICATION QF COMPLIANCE

Thie E :.-'f.r.:.'.rm o .rf [ c?.fﬂ"_.wr.’ﬁ}f{: i Jien m}%.r st te tie belorw ramed ¢ onpanyy. 1ite £

resudrs of Wois report redave onlly re rlie rested sanpie idenrified fn this repert,

Technical Standard : FCC Part 15 Class A (Verification)
IC ICES-003

General information

Appiicant ; GODEX INTERNATIONAL CO_ LTD.
4F, Mo, 168, Lian-Cheng Road, Chung-Ho City,
Taipei Hsien, Taiwan

Produce Description

EUT Descripton: Thermal Transfer Printer
trode Name: GODEX

Model Number: EZ-DT-2

Weasurement Facilities
Laboratory Name:  Compliance {'"(Jr!fﬁ.: ;,'.r.-'uu Services Ine.

Mo | ’-i"'{n.-_;.-l. 5 op
8

e {4 '.l-_,l.,

Titis device fuas Been shownt 1o be i compliance with and was rested in accordance witli
the weeasurement procedires specified in the Standards & Specifications fisted above and
as fndicated i the measurement report number - SI207003-F

____”'& G'fw

Vince Clitiang J Assistant Mg afer
Diate: December 19. 2006
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ENAEEsEATREE
Undoerwriters Laboratories Unidarwrtiors Labormiorien Tabwan Co.. Lid.
Taiwan Co., Lid. BEMuEEECRE SN

VF, S0 Da-Viah Pisact, Mo, Tkl Gty Tibwan 112
Tol oBl-2-2008-THA  Fou -485-1-2001-Thd
e oo b

NOTICE OF AUTHORIZATION TO APPLY THE UL MARK

March 1, 2007

Mr. Chard Hu

4F, Moo 168, Lian-Cheng Road
Chung-Ho City, Taipel Hslen
Takvan

Fax; 02-2240-8796

E-mall: godexiigodex, com, iw
Reference;  File E214683  Project 07MNKO3054  Repor Reference Number; E294683-A8-UL-1

Product{s}.  UL/C-LIL Investigation for Thermal Transfer Printer, Model EZ-DT-2

Dar Mr. Hu,

Any Information and decumeantation imealving UL Mark sarvices are provided on behall of Undenwribers
Laboratories Inc. (UL) or any aulhorzed licensss of UL,

UL’ 5 imvastigation of your product has been completed undar tha sbove project number and the subject product
was detarmined o comply with the applicable requiraments,

This keiter tempaorarily supplements the UL Follow-Up Senvices Procedurs and serves as authonzation lo apply
the UL Listing Mark anly af the factory under UL" s Follow-Up Service Program o the subject product, which (s
consiructad as describad balow:

Identieal o subject product, which was submilted o UL for this nvestigalion, The UL Reconds
coveding the praduct will ba in tha Faollow-Up Sanfces Procaduns, File EZ14683, Volums X1, Rapor
Reference Mumber E214683-A8-LIL-1

To provide the manufacturer with the intended authorzation to use the UL Mark, the addressse must send &
copy of this Motice and all attached materlal to each manutacturing location as currently autharized In Flle
E214683, Volums X1.

Thiz authorization is affective from the date of this Nolice and only for products at the indicated manufacturing
locations. Records in tha Fallow-Up Senices Procedure covaring the produdt ars now being prepared and will
be sent 1o the indicated manufaciuring locations In tha near fufure, Please nole that Follow-Lip Servicas.
Procedures ara sent to the manulaciurers only unless the Applicant specifically requests this docurment.

Products that bear the UL Mark shadl be identical to thosa that wene evaluated by UL and found 1o comply with
UL’ 5 requiraments. If changes in construction ara discowersd, appropriate action wil be takan for products not
in conformanca with LIL' s requirements and continued wse of the LIL Mark may be withdrawn,

Sincerety, Reviewsd by:

Steven Huang Joseph Chang

Engingesr Project Engineer

Daparment; 30138TAl Department: 30138TAl

E-maill: stevan. hiusng@iw.ul.cam E-mall: |osseph.chang@iwul com

CC: Ms. Lynn Hsu
Compliance Cerification Services Inc
E-mail; lyrin. heugiiw. coseme.corm

AF INPEapENAaNT OTyanNIZATIiOn Maiking ar 4 dmfar marid wiih Imlegrily, gracezian anfd EAbwlegdge

s

)
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INTERMATIONAL ELECTROTECHNICAL

COMMISSION (IEC)

COMMISSION ELECTROTECHNIQUE

INTERNATIONALE (CEl}

IEC SYSTEM FOR CONFORMITY TESTING
AND CERTIFICATION OF ELECTRICAL

EQUIPMENT (IECEE)
CB SCHEME

Product
Prowduit

Marne and address of the applicant
Movm ef adresse di demandenr

Marme and address of the manulacturar
Movw er adveese di fabeicear

Mame and address of tha faciory
Mo of adverse de | eslee

Aating and principal characieristics
Fleurs marmimales ef caraciénishigues primcipeles

Trade mark (if any)
Margue de fabrique (5 elle existe)

ModelType Red,
Refl de ipe

Addtional informalion (i necessany)
Infermarion conpplémensgine (540 acetsining

A sample of the prodwct was lested and found
1o b in contormity with

Lin dohamiilion de oo produit a &né examed et i éré
consioérd conforme d o

as shown in the Test Report R, Mo,

which form pan of this cartificata

camme (rdigund dans fe Rappant o ‘essais anmém
e rifirence

i constitue wae partie de ov certfiear

J DE-10800 |

S¥STEME CEI IVESSAIS DE CONFORMITE
ET DE CERTIFICATION DES EQUIFEMENTS
ELECTRICGUES (IECEE)

METHODE O

CB TEST CERTIFICATE
CERTIFICAT D’ESSAI OC

sl Trabie Paati

Godex International Co., Lid.
4th,Fl. 168 Lian-Cheng Rd., Chung-He, Taipei Hsien 235 Taiwan

same as applicant

Mingho Miag Jong Electric Industry Co., Lud,
Moo 1% Jing5 Middle Road of Beilun Districe,
Minghe, Zhejiang Pravince, China

24 Vide, 2.5 A (Optianal), TP X0, Class 111 {Supplicd by SELV)

This CB Test Certificate is issued by the National Certification Body
Ce Cevnlffcare d exval OC exf datdl par I"Organisere Natonel de CertifToasion

|-
!: PUBLICATION EDITION
I‘ 1EC 60950-1:2001 Ist
E214683-A6-CB-1 of 2007.02-27
L
UL International Demko A/S

Lyskaer 8, PO, Box 514
DK-2730 Herlev, Denmark
Telephone: +45 44858565

Date 2007-03-06 natu Faoe +45 44856500
ina Christiznsen
rrificarion Mtru@er
An Affiliate of ;
“ﬂd Itm Intermal Fad,:
g_ Laboratories Inc.. Jamghi Cheng 1)
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1!

& & OF KR E B B A

THE BUREALU OF STANDARDS METROLOGY AND INSPECTION
MINISTRY OF ECONOMIC AFFAIRS

BHaREEREEE S

CERTIFICATE OF THE REGISTRATION OF PRODUCT CERTIFICATION

g ota ¢ CI3AG0E1 230046 £ 00

Certificate Mo

it g 8 TR S BERNSAT BT R
Bk AReRn S RmwE: RI2I - HEHFERET

Wi A FHIRAL R A9 B i 0 84152965
Applicant Unifigrm Ko,

LA R F - L TR AR

Addrass

AR FRLAMTIEAMLS

Factory

B h FREPLEERI P ] Qo

Factory Address

ASHIMER

Type / name of product
B eRa F)  B471.60. 20.90. 8
CCC Code
bx g ERBEOUR
Chinese nams
HE T Thermal Transfer Printer
English name
b i EZ-DT-2

Tyme

AP £H

Senes of the tvpe

AR CNS13438(B6 480 ; CNS14336(93 4 58)
Standards

1 G A R B e
(A S5 40 BRAH N 48 M SR Ep 3k 4 1)

This cermficate shall be rssued by BSMI or its branches
(This centificate will become effective anly when stamped with this BSM| seal

Bkl PERNR Lt - = A A 8
Registration Diate 2007 {ywar) A2 (manthy ra {dav)
A EH R E At F = A Fu g
Expiratian Dute 2010 {yeur} 02 imanthy 08 {davh
ek FRERN s = o H
[rare of 1ssue 2007 [year) 02 imonth) 09 {dayh

(i ShgEmo o Al ddipidmE)
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ch [ ] 3038 40 1 7 A GEAE 38

iEH 8% 2007010904230165

i AL # Sk

A4, WL AT FIL 2 )
& fr S B fo W TR 168 44

®A%: GODEX

il 7 2 AR AUk bE

FHAN A7 AL 3)
Gl G &b o W i LR 168 5 4R

LY = E2 5 8%

AR AR 4 A7 AL )
GGyl 684

FRIfGRET. . 25
Ao R Ak b A
B2Z-T-2: 24YDC, 2. $A (44 6. 52 ¥DS060240)

F A AR R
GB4943-2001 GHI254-1998 (Class A) GBI17625. 1-2003

L AR R AR e B, MR ke,
Liz0 4 20075040198
FAE A U ARAE R AL ) A

r"lﬂ 'Jt'ﬁ L rﬂlﬂhﬁﬂiﬂ (L1 H'ﬂl,!]TElDl‘.l"n Hjﬁl W, Qe SO

A 0325127
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2. EZ-DT-4 Certifications

CERTIFICATE
£ :

EQUIPMENT : THERMAL LABEL PRINTER

i MODEL NO. : EZ-DT-4, PF&d

: APPLICANT : GODEX INTERNATIONAL CO., LTD.
4F, No. 168, Lian-Cheng Road,
Chung-Ho City, Taipei Hsien, Taiwan

= CERTIFY THAT:

SPORTON LAB., TR

THE MEASUREMENTS SHOWN IN THIS TEST REPORT WERE MADE IN
ACCORDANCE WITH THE PROCEDURES GIVEN IN EUROPEAN COUNCIL
DIRECTIVE B9/336/EEC. THE EQUIPMENT WAS PASSED THE TEST
PFRFORMFD ACCORDING TO .
European Standard EN 55022:1998/A1:2000/A2:2003 Class A,

EN 61000-3-2:2000/A1:2001, EN 61000-3-3:1995/A1:2001 and
EN 55024:1998/A1:2001/A2:2003 (IEC 61000-4-2:1995/A2:2000, ;
IEC 61000-4-3:1996, IEC 61000-4-4:1995/A2:2001, b
IEC 61000-4-5:1995/A1:2000, EC 61000-4-6:1996/A1:2000,

IEC 61000-4-8:1993/A1:2000, IEC 61000-4-11:1994/A1:2000 ).

THE TEST WAS CARRIED OUT ON Nov. 27, 2006 AT SPORTON
INTERNATIONAL INC. LABE.

2 -
_/%-f- % Peg of, Jnd
Alex Chen
Manager

SPORTON INTERNATIONAL INC. 6F, No.106, Sec.1, Hsin Tai Wu Rd., Hsi Chih, Taipei Hsien , Taiwan, R.0.C.
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FCC TEST REPORT Report No. : FV600204

NV{LA

NVILAF LAB CODE 2000780

®

FCC TEST REPORT

for

47 CFR FCC Rules and Regulations Part 15 Subpart B,
Class A Digital Device

Equipment : THERMAL LABEL PRINTER
Model No. : EZ-DT-4, PF&d

FCCID ;. N/A

Filing Type : Verification

Applicant : GODEXINTERNATIONAL CO., LTD.
4F, No. 168, Lian-Cheng Road,
Chung-Ho City, Taipei Hsien, Taiwan

The test result refers exclusively to the test presented test model / sample.
Without written approval of SPORTON International Inc., the test report shall not be reproduced except
in full.

Certificate or Test Report must not be used by the applicant to claim the product in this test
report endorsement by NVLAP or any agency of U.S. government.

SPORTON International Inc.
6F, No.106, Sec. 1, Hsin Tai Wu Rd., Hsi Chih, Taipei Hsien, Taiwan, R.O.C.

SPORTON International Inc.
TEL : 886-2-2696-2468
FAX © B86-2-2606-2255
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Zertifikat Certificate AN

(1]
Lertifikat Nr. Certificate No. Blatt Page 'l".’1"l
8 50058987 000l
Ihr Zeichen Clienr Reference Unser Zeichen Cur Raference Lingstens giiltig bis Wmm
R600204/Sporton ZTW1-SSY- 1001B671 001 04.01.2012 g
License Holder Fertigungsstiitte Manufocturing Plant

Godex Internaticonal Co. Ltd. CGodex International Co. Ltd.
4F, No. 16B, Lian-Cheng Road 4F, No. 168, Lian-Cheng Road
Chx;.ng—Ha City, Taipei Hsien 235 Chung-He City, Taipei Hsien 235
Taiwan Taiwan
Priifreichen Test Maork Gepriift nach Tested mec. fo

LT BEW 60950-1:2001+A11
A
5 &=
i TUV =
P

“Tog

Zertifigiertes Produkt (Gerdteldentifikation) Lizenzentgelie - Einkeit
Certified Produet (Product Identification) Lieense Fee - Unit

Drugker (THERMAL LAEEL PRINTER)

Bereichmung : EZ-DT-4 (BGODEX] £
(Type Designation)

Hennepanm g v DT 24V
{Rated Voltage]

Hennetrom I 2.5A
(Rated Current]

Schutzklasse : I1I
{Protection Class)

ANLAGE (Appendix): 1

D Tertifilkas unsere Prilf- usd Zertifizierungsoed EapTETE,

Mﬂtmdmmwnuﬁ]]m}4ﬂlm.ﬁ]:u;iim]duﬁm-md

Mmum Testing mnd Certificmtinn Reguintion. ZeriNzierungsstelle
an our

ﬁwdnnmu'_rm'mhjm!pu#ﬂanM 7 and Far 7 Am. 1 of the

German Equipmens and Producr Safity Law:

mwm&fdy GinbH, Am Graven Stein, D-51105 Kiln

Tel (+402208 06 - 13 01 il: cam-validicy@de. -

Fas: (+492208 06 - 30 39 hupiwem mvcontery #c—" —
Dipl.-ing. A. Kiinker

Ausstellungsdatem Dase of Issue : 05.01.2007 (day/mo/yr)
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Taiwan Branch UL Intermational. L.L.C, Talwan Branch
Al 112 eREL RS 2608 | W

15t Fl 260 Do-Yeh Rood Peitou Taipei City Taiwan 112
W|EE: 884-2-2894-779)
$E: BBA-2-2891-7644
hittp:/ fwewne il com.tw

@ UL International, L.L.C. LHEHELREARADERAAE

NOTICE OF AUTHORIZATION TO APPLY THE UL MARK
Dacarmber &, 2006

MR. Wayne Lee

Goden Intermsational

GO Sporton Intematicnal Inc
14th P12 186 Jianyi Rd

Junghe, Taiped Haben 235

Tw

Fax number:  BBB-2-22408796

E-mail: clalre@sporton. com.tw

Reference;  File E214683 Project OENKS0200 PO Mumber UBO0204

Product: USLICNL- INVESTIGATION FOR Thermal Lable Printer, MODELS EZ-DT-4, PFad
Dear Mr. Lea,

Any information and documentation involving UL Mark senvices are provided on behalf of Undenwriters
Laboratories Inc. (L) or any authorized licensee of UL,

UL 5 investigation of your product has been completed under the above project number and the subject product
was determined to comply with the applicable requirements,

This ketter temporarily supplements thea UL Follow-Up Services Procedure and serves as authorization o apply
the UL Listing Mark anly ai the factory under UL' s Follow-Up Service Prograrm (o the subject product, which s
conslructad a5 dascribad bedow:

Identical lo the subject model, which was submitted to UL for this investigation. The UL Recmrds
covering the product will be in the Follow-Lip Services Procedure, File E214683, Volume X1,

To provide the manufaciurer with the intendad authorization 1o uss the LIL Mark, the addresses must sand a
copy of this Motice and all aftached matedal io each manufacturing location as cumrently authorized in Flle
E214883, Volurme X1,

This authorization Is effective from the date of this Netice and anly for products at the Indicated manufacturing
lncations. Recards in the Follow-Up Sances Procedurs covaring the product ars now being praparad and wil
be sent to the indicated manufaciuring locations in the near fulure, Please note that Follow-Up Services
Procadures are senl Lo the manulaciurers only unless the Applicant specifically reguests this docurment.

Products that bear tha UL Mark shall be identical to thass that were evaluated by UL and found to comply with
UL = requirernents. I changes in construction are discoverad, appropriate action will be laken for products not
in conformance with UL' & requirements and confinued wse of the UL Mark may be withdrawn,

Sincarsly, Raviawed by:

e Xa (o G,
Dan Xie lan Chen

Associate Project Englinear Seclion Manager
Dapadment: 3013852 Daparmeant: 3013CTPI

Tel, 86-512-680866400-66643 E-mail: lan. Chandtw,ul.com

Fax: B6-512-G0084099-66643
E-mail: dan xia@en ul corm

Ce: Sporton International [ne., Mr. Peter Hsu, peterhsuda sporton. conm.tw

EF indapendant orgdanization warkiog “ar 1 S@fdr @erld wilh inleqrity, grdcision and knowledns
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JETOW=017671 =ML

| 1EC TEM FOR MUTLAL REC ITION OF TEST - EME C CEPTATION MUTUELLE DE
CERTIFICATES FOR ELECTRICAL EQUIPMEMNT . ’ |5 DES EQUIPEMENTS
IECEE] CBE SCHEME ELECTRIQUES IECEE) METHODE OC

. CB TEST CERTIFICATE
CERTIFICAT D’ESSAT OC

Preduce

Priadish THERKWL LABEL PRINTER

Mama and addregs of the applicant % I L '-';I'liﬂ Co, Lid,

Mom et sdresse du cemandeur Cl'iung-i-ln ty, TH':DEIFI Iﬁsimumm T
M and addrese of the manutscuns E;denalrfemmnj Co. Lud.

Nam at adresse du fabricant Chung-Ho ﬁa%“dﬁ5 T
Namsa and addreas of the Tesory See addiional page(s)

Mam et adresse de 'usine

Do 24Y: 254 Class I
Raling snd princpal charscieristics

| Valaure nominabes ol carachirigticuees pringipaies

GODEX
Trade mark (if asmy)
Margue de Fsbrigue (g alle sxighal

EZ.OT-4
W ol by e Pt
Aad, da Type

Re-ssue of JETUN-01TET] dabed 04.01.2007,
Adlithanad infoermation O racessany| dua o first modification.
Infarmabion complamentaire §5 ndceEaairgl

A sample of the product wes tested and [ound IEC A0050-1:2004

i B i coafarminy with Masional differences see besl repor
Lin échantilien g2 ce produil & #8 saesys 81 & &8

paniskdérd confarme & i

B ghiovn i The Test Report Red, Nosvhich farme part 11002141 002
of this Certificats

Comma indiqué dans le Rappon dessals numéro de
mifdennce qui conrstitue ure parte de ce Cartifical

This CB Test Cartificate in issued by the Mational Castification Body
Ca Cortificst o 'sesai O #en aranll par FOrganisme National de Certification

TUW Bheinlard Japan Lid.

; é Shin Yekohama Daind Canter Bldg. t
3135, Shén Yakohama, Kohoku-ku
Yekahama 722-0033 dapan

Fax =81 45 473-6F21
Mlail: irfodE p it c o
| Wiak; www.tuvoom -
| Diata: 16.01.2007 Signatura: DMpl.-Ing. W. Hsu
—— —
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B K % B K B B B
THE BUREAU OF STAHDARDR METROLOGY AND IGFECTION

BamER&E S

CERTIFICATE OF THE REGISTRATION OF PRODUCT CERTIFICATION

gF o CIIABDGI230039 & 00

Certificate No.
s £ i Pk REEARRSMT  RT RS
sEAmnmn S ausina : B2 - REHERLT

B A FHERL AT B E] g Sk 84152965
Applicant Unifgnm No
ik, N F R A
Address
£ A HioRtk
Factory
B om: WAk
Factory Address
ALBWAR
Type ! name of product
i & 4 856 71 : 8471 60
CCC Code

PR EHM

- —N-
Chinese name .

$x 4  THERMAL LABEL PRINTER ‘ = |

English name
& #: EZ-DT-4
Type
E R PFEd(sAF &)
Series of the type
ARk CN513438 ; CNS14336
Standards
B B e R R
(A3 AR G W 12 A S Ep i 2 )

This cernificabe shall be izsued by BSMI or its branches.
{This certificate will become effective only when stamped with this BEMI seal.)

Féhad: FERR E - B = 8
Regisiration Chate 2007 [vear) 01 (moath} 02 . (doy)

FHAEFHHMRE Lt #F - A o 2]
Expiration Date 200 {year) M {month) ™M (dny)

|  wwewm: +erm rtx £ - - &
(i} {day)

i Drate of igsue 2007 {year) 01 (month}
(4 FAEFRoF o fRAETdiARE)

AN

i
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ch ] [ 3R 38 0 1 7 B AEAE

JEH S 2007010904231072

b AL AR AL

A IR 4 A7 PR3]
EEASLEPF RS54

#45: GODEX, INTERMEC

M £ AL
F N AG A TR 8)
& 98 A 4 Ak B b Ao T MRS L6 E-T 44
& e 7 AR R A
AL AT AT R3]
€ 1 4 bR o Fo i i R 1685 44
oL AR R, Mg, 25
£ LR @ A &AL
BE-DT-4, FF8d: 24VDC 2. SA (S me B WDS060240)
Foufr o KER
GB4943-2001, GB9254-1998, GB17625.1-2003

iR P RS EAE T BAGE AR R R, MIIE,
HiEE W 20075F04F 276
AAE 3 64T BOM R 4 EAA oY & B R R AT R,

i - R o FEEERARS 188 S oE 100070 FE: www.ogo.com.cn

A 0367080
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